UNITED STATES COAST PILOT CORRECTIONS with the Maine and New Hampshire Port Safety Forum, has
established recommended minimum under-keel clearances
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Recommended minimum under-keel clearances for (CL 1637/00; LL/2000) 21/01
Penobscot Bay and Riveihave also been established by the
aforementioned group, in order to prevent groundings and to
promote safety and environmental security of the waterway
resources of Penobscot Bay and River. The group recom-
mends that all entities responsible for safe movement of ves-
sels in and through the waters of Penobscot Bay and River
operate vessels in such a manner as to maintain a minimum
under-keel clearance of 3 feet between the deepest draft of
the vessel and the channel bottom when transiting Penobscot
Bay and outer Penobscot River, south of Turtle Head on
Islesboro island, and 2 feet when transiting Penobscot River
north of Turtle Head, and a minimum under-keel clearance
of 1 foot at all berthing areas.
(CL 1493/98; CL 1637/00; NOS 13309) 21/01
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(43°47.0'N., 69°43.4'W.).

Recommended minimum under-keel clearances for
Sheepscot Rive~The U.S. Coast Guard, in cooperation
with the Maine and New Hampshire Port Safety Forum, has
established recommended minimum under-keel clearances
for Sheepscot River, in order to prevent groundings and to
promote safety and environmental security of the waterway
resources of Sheepscot River. The group recommends that
all entities responsible for safe movement of vessels in and
through the waters of Sheepscot River operate vessels in
such a manner as to maintain a minimum under-keel clear-
ance of 2 feet between the deepest draft of their vessel and
the channel bottom when transiting the river inside Entrance
Lighted Bell Buoy 2SR, and a minimum under-keel clear-
ance of 1 foot at all berthing areas.

(CL 1637/00; LL/2000) 21/01

Page 200—Paragraph 644, line 2; read:

will receive and transmit information when necessary.
Recommended minimum under-keel clearances for the
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